BORAL Wetstop
Build something great™
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The Latest Technology, Moisture Resist

BORAL Wetstop is the latest advancement in water resistant
plasterboard lining. It is developed as a result of extensive
research by Boral Plasterboard. The product when installed
correctly will satisfy any building regulations. BORAL Wetstop
is also available for Fire Rating Wet Areas.
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BORAL Wetstop

BORAL Wetstop is specially developed as a lining for walls and ceilings in wet area
rooms such as in bathrooms, kitchen and also in shower cubicles. BORAL Wetstop is
applied to the wall framing and acts as a moisture resistant substrate for Ceramic Tiles
surfaces in the area mentioned. The product is recognised by its blue paper liner.

Product Data
Product Enhancement

Thickness Metric (mm) - 9.5mm, 12.5mm

Edge Details: Recessed Edge Yes Of BORAL WetSTOp
Square Edge Yes

Width (mm): 1220

Length (mm): 2440, 2743, 3048

Weight: 9.5mm = 7.70kg/m?, 12.5mm = 10.1kg/m? s

Product Standard: BS 1230 part 1, ASTM C630

Product Testing: BS 1230 part 1, ASTM C473 Protective Backing:

Upon request BORAL Wetstop can be provided
with a special backing on the Plasterboard
reverse side:

e The above lengths are standard sizes, Boral Plasterboard is able to produce any required sheet length
depending upon the order size.

n Ceramic wall tiles on
Type 1 organic based
wall tile adhesive

e PVC Backing is designed for high humidity
area to prevent sagging. It acts as a barrier

9.5mm or 12.5mm BORAL Wetstop p A
agalnst moisture.
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Mechanical fastener

Skim coat of wet area
taping cement at cut edge

How to specify this product:

Supply and install BORAL Wetstop 9.5mm/12.5mm
as shown on the relevant drawings. BORAL
Wetstop must be installed and finished in
accordance to manufacturer’s specification.

BORAL Wet Area Sealant

For more information, please contact our
technical service.

Preformed shower base

Shower Base/Wall Junction

A Ceramic wall tiles on

Type 1 organic based
/ wall tile adhesive

Tap Penetration Flange
(Fluid Apron by H.PH. Pty Ltd or equivalent)

9.5mm or 12.5mm BORAL Wetstop

Framing
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BORAL Wetstop

CSIRO Appraisals approved in-situ
internal lining applied to face of
drywall by approved installer

Tap Penetration -
Flange
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Flexible sealant relief joint - 6mm
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Boral Plasterboard

PR Z N Water is prevented from A
Gl Geeid leaking behind tiles or — = (Malaysia) Sdn Bhd
- = plasterboard
—3 Tile -
Optional foam plastic Masking tape to hold 5 %
rod used as essential bond rod in place - by Floor tiles on Sealing around Taps/Pipes

breaker - by membrane installer membrane installer bed of mortar

Performed Shower Base

Impervious Floor/Wall Junction or Shower and Wall Junctions

Note: Not recommended for external use.
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