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USG BORAL
MINI8® MR

Moisture Resistant, Aesthetics and Lightweight Ceiling Board
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USG BORAL MINI8® MR

USG Boral Mini8® MR is specially developed for use as ceiling boards in wet
environments such as bathrooms and kitchens. Made to offer superior

moisture resistance, USG Boral Mini8® MR is ideal for both residential and
retail market applications.

ADVANTAGES

Moisture Resistance
Low water absorption board, ideal
for wet area ceiling application.

Lightwelght
Up to 30% lighter than alternative
ceiling boards.

Consistent Quality

Produced in a state-of-the-art
1SO9001 certified plant.
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Aesthetics

Smooth finish, with potential for unlimited
designs and numerous finishing options to
suit customer’s imagination.

Fast and Easy Installation

Easy to carry and install. Task can also be
completed quickly.

Clean Site

Leaves minimal dusty residue. Work site
remains clean and presentable.

PRODUCT DATA

Product Name USG Boral Mini8” MR PRODUCT BACKING
; (OPTIONAL)
Thlt.:kness (mm) 8 Upon request USG Boral Minig®
Weight (kg/m?) 4,95 MR plasterboard can be provided
Size* (mm) 1220 mm X 1829 mm (4' X 6", With 3 special tacking oft e
1220 mm X 2440 mm (4' X 8") plasterboard reverse side;
Edge Detail Tapered ::::lil:s;ui;ndf:sl:gned

to use in areas of
extremely high
temperature.

PVC Backing is
designed for high
humidity area to
prevent sagging. It acts
as barrier against
moisture.
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*The above are standard sizes, please refer to USG Boral for other board sizes.

APPLICATIONS Ceiling boards for use in wet areas, ideal for both residential and retail markets.

SYSTEM USG Boral Mini8” MR 8mm with USG Boral Ceiling Batten Framing System
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Bent batten to be fixed to roof truss/
soffit of slab/structural member with
approved anchoring fastener
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USG Boral Ceiling Baften
R203 0.35mm BMT —
@ $00mm clrs, max.

USG Boral Ceiling Batten
R203 0.35mm BMT
along perimeter wall
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DISCLAIMER:
Maximum load on the ceiling batten framing system
shall not be more than 3kg/m?.

USG Boral Screw
USG Boral Minig® MR 8mm thick

USG Boral Ceiling Batten 0.35mm BMT
@ 406mm cirs max. NOTE : - Mo, Drop Celing 3000mm

- Mot recommended for exfemal vse
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