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StandardCORE

Modern, Versatile, Simple Installation
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metal framing and masonry construction, while providing an

economical yet high quality finish to any interior projects.




'BORAL StandardCORE

BORAL StandardCORE is an interior wall and ceiling lining product, with significant
properties for durability and stability. BORAL StandardCORE is composed of a gypsum
plaster core encased in heavy-duty face and backing liner. The product is
environmentally friendly, and non-hazardous to work with.

Product Data

Thickness Metric (mm) 9.5mm, 12.5mm, 16mm Product Enhancement
: Recessed Edge Yes of BORAL StandardCORE
Edge Details:
Square Edge Yes 27N , /“”""‘\

Width (mm): Metric 1200, 1220 < }

: : 2400, 2440, 2700, 4
Length (mm): Metric 2743, 3000, 3048
Weight: 9.5mm = 6.40kg/m2, 12.5mm = 7.65kg/m?, 16mm = 11.80kg/m? Aluminum Foil PVC
Product Standard: BS 1230 part 1, ASTM C36 . "

Protective Backing:
Product Testing: BS 1230 part 1, BS 476 part 4 / part 6 / part 7, ASTM C473
s v g i i Upon request BORAL StandardCORE can be

* The above lengths are standard sizes, Boral Plasterboard is able to produce any required sheet length provided with a speci al backing on the
depencing pon the arder size. Plasterboard reverse side:

. Rondo P.N. 121 Suspension o Al ini H P : i :

TOR to Furring FiocleitE 1220mm tydoel cenires uminium Foil Back‘mg is designed to use in

Channel connector areas of extremely high temperature.

clig no. 139 ) Rondo PN. 125

\ ~ T 1220mm max. Top Cross Rail @ i i i i idi
Rondo PN. 2534 “=|  1220mm typical centres e PVC Backing is desgned for high humldl_ty
Suspension Clip i BT A . area to prevent sagging. It acts as a barrier
adjustable = ondo P.N. . .
= ) A Furring Channel @ agalnSt moisture.
h o bl A 610mm centres max.
—_— i How to specify this product:
mm

— Supply and install BORAL StandardCORE
[ 9.5mm/12.5mm/16mm as shown on the relevant
drawings. BORAL StandardCORE must be
installed and finished in accordance to
manufacturer’s specification.

Tape and finish with Boral 1 layer of 12.5mm Screws 10mm to 25rﬁm Boral
Plasterboard jointing system BORAL StandardCORE 16mm from edges Plasterboard screws For more information, p|ease contact our

BORAL StandardCORE Ceiling System teghmial serviee.

Rondo Top Track /

Rondo CS studs ———>
@ 610mm centres max.

" Do not fasten plasterboard
to top and bottom tracks

®
Joints to be staggered BORAL

E @ 610mm centres max. with
/ B -

Tape and finish with
'« Boral Plasterboard
| jointing system

BORAL SoundBlock —.
(if required) N

1 layer of BORAL
StandardCORE -
each face \

Boral Plasterboard
30.0mm\<__-. Fasteners @ 300mm centres (Malaysia) Sdn Bhd

L | max. in field of plasterboard

Rondo
Bottom Track

| | s
./r\.\ =
‘ Fasteners @ 200mm centres
max. on edges staggered
Fasteners 10-16mm from
edge of sheet

BORAL StandardCORE Wall/Partition System

Guarantee *



